FGB EGRESS

MO10W 1.

PCS 2.

FGB PA 4.
Pnl TBD

FGB PA 5.

FGB ICC 6.
Pnl TBD

FGB ICC 7.
Hatch

TOOLS REQUIRED:
TBD

CONFIGURE FOR EGRESS
14.7 CAB REG INLET SYS 1,2vlv (two) - CL

NOTE
Perform the following steps for deactivating Node 1 - FGB
Ventilation only if APCU power is available to the Node 1
IMV Aft Port Fan.

DEACTIVATE NODE 1 - FGB VENTILATION
Node 1: ECLSS: Aft Port IMV Fan

Node 1 Aft Port IMV Fan|

‘Node 1 Aft Port IMV Fan’

cmd Off Execute
v'Status - Off
v'Speed, rpm is decreasing

EGB: ECLSS

FGB ECLSS

v'FGB Dock Adapter PEV - Cl
v'Node 1 PEV - Cl

EGRESS FGB ICC
v'All equipment bags and returning items removed from FGB ICC

Deactivate FGB TBD Fan:
TBD (TBD) ® TBD

Detach PA-ICC duct from PA hard duct.
Rotate PA-ICC duct into ICC.
Secure to TBD mount.

Deactivate FGB ICC Lights:
TBD (TBD) ® TBD

Remove hatch protection cover from PA-ICC hatch.
Stow in TBD location.

Close FGB ICC hatch per instructions.
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CONFIGURE ICC FOR HATCH LEAK CHECK
CRT X: SM 60 TABLE MAINT

9. Record CABIN P: psia (FGB ICC closeout press)
(use paramid 0612405)

-0.4 psia (hatch delta = 20 mmHg)
Desired pressure = psia

PCS FGB: ECLSS
[FGB: ECLSS |

MET: / : :
FGB Cab Press: mmHg

Orb 10. AIRLK DEPRESS vlv cap - Vent, Remove
AWS82B
START DEPRESS

NOTE
Expect Klaxon each time airlock depress valve is opened.

11. AIRLK DEPRESSVvIv -5

PCS FGB:ECLSS

FGB ECLSS

12. vFGB Cabin Pressure is not decreasing

STOP DEPRESS

Orb 13. When CABIN P = desired stack pressure from step 9
(estimate 3 minutes),

AW82B AIRLK DEPRESSvIv - CI

14. v'All equipment bags and returning items removed from FGB PA.

EGRESS FGB PA
PMA 1 15. Remove V-band clamp from PMA 1 hard duct.
& PA Temp stow V-band clamp.

Disconnect PMA 1-PA duct.

Rotate PMA 1-PA duct into PA.

Secure to TBD mount.

PA 16. Deactivate FGB PA Lights:
Pnl TBD TBD (TBD) ® TBD

PA 17. Internal PA Fan - TBD

PMA 1 18. Remove cover on hard duct grille assembly.
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19. Install cap to PMA 1 hard duct inlet.
20. Remove hatch protection cover from PMA 1-PA hatch.
Stow TBD.
FGB PA 21. Close FGB PA APAS hatch per instructions.
Hatch
CONFIGURE PA FOR HATCH LEAK CHECK

CRT [X: SM 60 TABLE MAINT]|

22. Record CABIN P: psia (FGB PA closeout press)
(use paramid 0612405)

-0.4 psia (hatch delta = 20 mmHg)
Desired pressure = psia

PCS FGB: ECLSS
[FGB: ECLSS |

MET: / : :
Docking Adapter Press: mmHg

START DEPRESS

23. AIRLK DEPRESSwvlv -5

PCS FGB:ECLSS

FGB ECLSS

24. v'FGB Cabin Pressure is not decreasing

STOP DEPRESS
25. When CABIN P = desired stack pressure from step 19 (approx ~ 3.5
minutes),
Orb AIRLK DEPRESSVvIv - CI
AW82B Install AIRLK DEPRESS viv cap

PCS FGB: ECLSS

FGB ECLSS

26. At MET 30 minutes past previous MET recorded in step 22, proceed
Record Docking Adapter Cab Press: mmHg
Record FGB Cab Press: mmHg
MET: I :

* If FGB Cab Press or Docking Adapter Cab Press £ *
* (pressures recorded in steps 9 and 22 - TBD mmHg) *
* Notify MCC-H *
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Report results of leak check to MCC-H
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